Tips til placeringen af Tags

1. Anbring Tags, sa der spares pa skridt.

2. En standard for placering af Tags g@ér det nemmere at "finde" Tags.

3. Tags kan placeres synligt eller usynligt, bag d@re, gardiner mv.

4. Tags kan aflaeses gennem max. 5 cm tree, glas, plastik, porcelaen, stof mv.

5. Tags ber ikke placeres pa metaloverflader, da dette kan forstyrre
aflaesningen.

6. Veer forsigtig med at placere tags pa mgbler, da de ofte flyttes rundt.

Tips til placering
Synlige tags

Pa siden af dgr, altid pa samme side og i samme hgjde (bag dgren pa
hangselssiden i lyskontakt hgjde).

Ved siden af lyskontakten, elevatorknappen, mellem eller bag vinduesglas.

Usynlige tags
Bagved gardiner, plakater, under vindueskarm, bagved skabsdgr.

Tags kan afleeses udefra (eks. igennem en skabslage).



Tips for location of Tags

1. Locate Tags to save energy.

2. A standard for location of Tags makes it easier to "find" Tags.

3. Tags can be located visibly or invisibly, behind doors, curtains etc.

4. Tags can be read through max. 5 cm. wood, glass, plastic, porcelain,
fabric, etc.

5. Tags should not be placed on metal surfaces as this may interfere with
the reading.

6. Be careful to place Tags on furniture since they often are moved around.

Tips for location
Visible tags

On the side of door, always on the same side and at the same height (behind
the door on the hinge side in light switch height).

Next to the light switch, the elevator button, between or behind the window
glass.

Invisible tags

Behind curtains, posters, under window ledge, behind the closet door.

Tags can be read from the outside (eg. through a closet).



